
Idaho Transportation Department 
Percent of MADT At Continuous Count Vehicle Length Sites 

 
Site ID:   001910 097.900 Scheme ID: 6 
Location:   #085 US-12 1 Mile N.E. of Selway River Rd., Lowe           County:   IDAHO 
Axle Factor Group: 2                                                                   Growth Factor Group: 1 
Seasonal Factor Group: 9                                                                   FHWA Functional Class: 2 
 
 1998 Traffic Year                                                
LENGTH         Jan Feb Mar Apr May Jun     Jul Aug Sep Oct Nov Dec Avg
0>-6'     0.1     0.1     0.0     0.1     0.4     0.9     2.1     1.7     1.0     0.1     0.0     0.0     0.5 
6>-23'    51.5    54.8    62.5    69.3    70.8    70.9    71.4    71.7    70.0    67.4    63.2    58.1    65.1 
23>-40'     8.2     6.3     6.0     5.2     7.4     8.4     8.6     8.2     8.6     8.4     5.5     6.6     7.3 
40>-70'    21.6    21.7    17.2    13.9    12.7    12.7    12.2    12.2    13.3    14.4    17.7    18.5    15.7 
70>-120'    18.7    17.2    14.3    11.4     8.7     7.2     5.8     6.3     7.2     9.7    13.6    16.8    11.4 
MADT     275     385     457     527     739   1,008   1,209   1,152     940     624     411     302  
UNCLS     (1)      .       .       .       .       .       .       .       .       .       .       .       .       .  
 
 
 
 
 
 
 
 
 
 
 
 
 
Note 1: For unclassified lengths, the percentage is based on all vehicles counted. 
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